
CALF(DAQR1)-0001ARCS Comparison Cal Data Logger Field Calibration Form  

I. Calibration information

Calibration 
Calibration 

Check
Field 

Calibration

This is a (check which): X

Date: GMT Begin 
Time:

GMT End 
Date: 

GMT End 
Time: ARCS #

10/17/2001 1:54 10/17/2001 7:00 1
MM/DD/YY MM/DD/YY

Instrument / System: TWP OMS Part Number(s): TWP OMS Serial Number(s):

Current Configuration Version: New Configuration Version

Location              
(eg. PNNL, Manus): Participant(s): Issued by: Signature(s):

Manus

Reference Instrument(s): TWP OMS Part Number(s): TWP OMS Serial Number(s):

Verify that serial numbers of reference instruments are correct (yes / no) yes

yes

Correct system time and date (yes / no ) yes

6265258

Verify calibration coefficients and configuration file changed accordingly 
for PIRs, PSPs, and NIPs. (yes / no)

CAL ZENO Datalogger

2707A 26-1348

823ZENO-3200(RAD)

Porch

V010803

Culgan

Voltage source (Val)

Voltmeter Fluke (Flk) 8842A

Precision Resistors approximately 4020, 8200, and 18000 Ohms

NOTES: 
Appears to be a -5 to -10 microvolt offset on PIRG when voltage source leads connected and 
equipment in stanby with PIRG shorted. This would result in 20 microvolt variations. Probably 
related to grounding problem described in problems section.
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CALF(DAQR1)-0001

II. Initial Values Reference Reading Reference Reading Reference Reading
Sensor / Element Target (Val) Actual or Target (Val) Actual or Target (Val) Actual or

Connection Location Actual (Flk) Range Actual (Flk) Range Actual (Flk) Range
PIRG Signal 0.0µV (µV) 500.0µV 1000.0µV

Connector 2 Short 0 to -5 500 491 1000 991 +/- 5

PIRG Rc 4000 Ω 8000 Ω 16000 Ω

Pins 2 - 3 4021 4020 8249 8244 16200 161195

PIRG Rd 4000 Ω 8000 Ω 16000 Ω

Pins 7-8 4024 4024 8245 8253 16202 16211

PIRD Signal 0.0µV 500.0µV 1000.0µV

Connector 6 Short -5 to +2 500 492 1000 993

PIRD Rc 4000 Ω 8000 Ω 16000 Ω

Pins 2-3 4021 4019 8249 8242 16200 16190

PIRD Rd 4000 Ω 8000 Ω 16000

Pins 7-8 4024 4018 8245 8241 16202 16188

PSP1G 0.0µV 6000.0µV 12000.0µV

Connector 1 Short +2 6000 5994 12000 1194

PSP2D 0.0µV 6000.0µV 12000.0µV

Connector 5 Short -2 to +2 6000 5991 12000 1192

NIP1 0.0µV 6000.0µV 12000.0µV

Connector 7 Short 0 to +2 6000 5991 12000 1193

NIP2 0.0µV 6000.0µV 12000.0µV

Short -2 to +2 6000 5994 12000 1194
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CALF(DAQR1)-0001
Were there calibration changes?(yes/no)

II. Final Values Reference Reading Reference Reading Reference Reading
Sensor / Element Target (Val) Target (Val) Target (Val)
Serial Number: Actual (Flk) Actual Actual (Flk) Actual Actual (Flk) Actual

PIRG Signal 0.0µV 500.0µV 1000.0µV

Connector 2 short 0 to -5 498 998

PIRG Rc 4000 Ω 8000 Ω 16000 Ω

Pins 2 - 3

PIRG Rd 4000 Ω 8000 Ω 16000 Ω

Pins 7-8

PIRD Signal 0.0µV 500.0µV 1000.0µV

Connector 6 short

PIRD Rc 4000 Ω 8000 Ω 16000 Ω

Pins 2-3

PIRD Rd 4000 Ω 8000 Ω 16000 Ω

Pins 7-8

PSPG 0.0µV 6000.0µV 12000.0µV

Connector 1 short

PSPD 0.0µV 6000.0µV 12000.0µV

Connector 5 short

NIP 0.0µV 6000.0µV 12000.0µV

Connector 7 short

PSP Dn 0.0µV 6000.0µV 12000.0µV

short

IV. Statistics(if applicable)
No. of Samples: Std. Dev. CF Range  Uncertanty

No (Ground Improved)

FM(DAQR)-001.001 Page 3 of 4



CALF(DAQR1)-0001V. Calilbration Change(if applicable)

Sensor or Parameter Sensor Serial No.
Internal 

Resistance 
(Ohms)

Original 
Sensitivity 
(Volts/Unit)

Offset Quadratic

Old Old Old Old Old

New New New New New

Document(s) Referenced: Document(s) Updated:
PRO(DAQR)-001.001 PRO(DAQC)-001.003

PROBLEMS:
Apparent grounding error. Different ground points for voltage source and logger.
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